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PACKAGING
AVAILABILITY

20 oz. Pour-Top Can   
PART #5032

Bulk liquid 
(1g, 5g, 20g, 35g and 

55g drums)
 PART #2003, 5032

MOTOR FUEL
ADDITIVE

Eliminates gum deposits, combats carbon formation, keeps fuel 
system clean, removes sludge, from crankcase.

FEATURUES & BENEFITS:
Benzine compound- High solvency for varnish removal. 
Detergent stabilizers- Removal of carbon and gum. 
Hydrophobic- Repels condensation.

APPLICATIONS:
This product quickly dissolves carbon, sludge, varnish, gum, and moisture in your fuel and oil.

DIRECTIONS: 
HOW TO USE AS A MOTOR TUNE-UP: Add 1/2 pint to crankcase and run motor for 3 minutes. Shut off motor, remove 
air cleaner and disconnect every other spark plug. Then, start the motor again, running it slowly. As motor runs, pour 1/2 
pint into the carburetor over a 3 minute period. Stop the motor now. Replace disconnected spark plug wires and discon-
nect the others. Start motor, again running it slowly and gradually adding another 1/2 pint through the carburetor. Replace 
air cleaner. This product is specifically formulated to eliminate engine deposits, gum, varnish and carbon formations. It 
is as effective in cleaning sludge from the crankcase as it is in eliminating gum from fuel lines, carburetors or injectors of 
both gasoline and diesel internal combustion engines. This makes it an exceptionally effective additive. By cleaning up 
lubricating system, the results are cleaner, more efficient engines and therefore a definite forward step in reducing air 
pollution. Also reduces problems with moisture in storage tanks, fuel tanks and fuel lines.
DIRECTIONS:FOR GASOLINE ENGINES: Add 5 ounces to every 10 gallons of gasoline or 4 gallons for every 1000 
gallons storage tanks.
FOR DIESEL ENGINES: Add 3 pints to every 100 gallons of diesel fuel, or 4 gallons for every 1000 in storage tanks.
FOR CRANKCASES: For average use, add 1/2 pint to 4 or 5 quarts of oil. 

CUSTOMERS WHO USED THIS PRODUCT ALSO USED:

FORMULATION:
This product contains lubricants, carbon dispersant, alcohols and petroleum distillates.

TARGET ACCOUNTS:
Fleet operations, fire, police, etc.

ESPECIAL CAUTIONS:
Use caution appropriate to flammable liquid in storage and handling.
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